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ZM200C Sheet-fed Offset Perfector�� Model ZM200C sheet-fed offset perfectors are 
suitable for printing of books, newspaper, magazines, etc. two side of the sheet can be printed in one 

time. The machine is also used to print the single side. 
 
�¥���E�m�Ž�&�� Main Features 
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!  AC stepless speed regulation. 

!  The upper printing unit has two water rollers and four ink rollers, and the lower unit has two water 
rollers and three ink rollers. The use of upper and/or lower units can be selected. 

!  ZM200C use the own patented sheet transfer mechanism ZL 96204910.7 for higher speed. 
 

�/���¾�¤�I�ƒ���…�� Main Specifications 

�Ç�!�¸�µ�2�d  Max. sheet size 640�� 900mm 

�Ç�•�¸�µ�2�d  Min. sheet size 390�� 540mm 

�Ç�!�¨�‡�d�F  Max. printing area 625�� 885mm 

�Ç�4�¨�‡�Œ�+  Max. speed 5000�¨�µ /�•�y �� s/h��  

�~�©�¸�µ�A�+  Thickness(weight) of paper 0.05�� 0.15mm 

�7�¸�¸�,�4�+  Feeder pile height 1000mm 

�€�¸�¸�,�4�+  Delivery pile height 440mm 

�¾�'�E�9�a  Power of main motor 5.5kw 

�¶�E�9�a  Overall power 10kw 

�’�ž�����������X���4�� Overall dimensions 3700�� 2700�� 2200mm 

�E�m�½�]���±�� Machine weight 6000kg 
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Notice�� The specification are subject to alteration without notice. 






